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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by 
the Horology Sectional Committee had been approved by the Light Mechanical Engineering 
Division Council. 

In the formulation of this standard, due weightage has been given to the need for international 
co-ordination among the standards and practices prevailing in different countries, in addition to 
relating it to the practices being followed in this field in the country. 

Metric system has been adopted in India and all dimensions in this standard have been given in this 
system. 

For the purpose of deciding whether a particular requirement of this standard is complied with, the 
final value, observed or calculated, expressing the result of a test or analysis, shall be rounded off 
in accordance with IS 2 : 1960 *Rules for rounding off numerical values ( revised )\ The number of 
significant places retained in the rounded off value should be the same as that of the specified value 
in this standard. 

This standard is intended chiefly to cover the technical provisions relating to straps, and it does not 
include all the necessary provisions of a contract. 

The other part of this standard is Part 1 — Leather straps. 
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Indian Standard 
HOROLOGY — WATCH STRAPS 

PART 2 STAINLESS STEEL — SPECIFICATION 



1 SCOPE 



1.1 This standard ( Part 2 ) specifies the require- 
ments for wrist watch straps made from strips/ 
sheet of stainless steel material. 

2 REFERENCES 

The following Indian Standards are necessary 
adjuncts to this standard: 

IS No, Title 

6603 : 1972 Stainless steel bars and flats 

9641 : 1980 Dimensions for lugs for wrist 5 STRAP ASSEMBLY 
watch case 

10865:1984 Spring bars for watch cases and 5.1 The strap assembly details shall be as given 
strap below: 



3 MATERIAL 

3.1 The material used shall be of stainless steel 
strip/sheet conforming to grade 04Crl8NilO of 
IS 6603 : 1972- The thickness of the strip/sheet 
used shall be 0'3 mm, Min. 

4 NOMENCLATURE 

4.1 Shall be as given in Fig. I to 4. 



Characteristics 


Gents 




Ladies 


Total length 


155i4mm 




142±4 mm 


Clasp length 


32 to 36 mm 




25 to 28 mm 


Approx. weight 


35 g, Max 




25 g. Max 


Thickness of link 


, .. . 1 - >i 


\ to 25 




■*■■■■ - \ '\ 


mm ■ > 


Catch width 


a-015 mm 


(j^eIS9&41 : 1980) 


Length of long piece: 

a) For centre lock straps 

b) For sliding clasp straps 


65±2 
105 ±2 




63±2 
100±2 


Length of small piece: 

a) For centre lock straps 

b) For sliding clasp straps 


55±2 
66±2 




54±2 
63±2 


Hole in clasp ( see Fig. 2 ) 


</i±005 ( 


see\^ 10865: 1984) 


Pitch of holes in clasp 


< 


-3 mm- 




'^ 



SMALL PIECE 



LONG ?\ZCt 



LINKS 



CATCH WIDTH 




Sm 




TOTAL LENGTH 



Fig, 1 Watch Strap 
1 



CATCH WIDTH 



the hole in the clasp. Other details of spring bars 
shall conform to IS 10865 : 1984. 
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6 TESTS 

6.1 Hardness 

7.5 All the link pins used in clasp and strap body 
The material used shall have a hardness of shall remain in position and shall not come out 
170-190 HV. during normal usage. 



6.2 Pull-off Force 

The complete strap assembly shall withstand a 
suspended load of min 10 kg without any 
noticeable change in the original condition of 
strap assembly; such as opening of links and 
increase in original length of strap etc. 

6.3 Flexibility 

Each half of the strap shall at least form a semi- 
circle when folded in the direction of normal 
usage of strap. The strap shall be uniformly 
flexible over its entire length. 

7 GENERAL REQUIREMENTS 

7.1 Strap Body 

The joints shall be such that the intermediate gap 
between two links is just sufficient to have the 
required flexibility of strap. This working gap 
shall be uniform throughout the length of the 
strap. There shall be no abnormal play between 
links. 

7.1.1 The hooks of links shall be firmly pressed 
and closed so as not to hurt the wrist or entrap 
the hair on the wrist. 

7.2 Watch Catch 

There shall be no abnormal play or loose linkage 
between the watch catch and the main strap. 
There shall be a provision for removal of the 
spring bars from the watch case. 

7.3 Strap Clasp 

There shall be no abnormal play in the joints 
between the strap body and the clasp. The clasp 
and lock assembly shall be free from sharp edges 
and burrs. 

7.4 Spring Bars in Clasp 

The spring bars shall not project more than 
0'2 mm outside the clasp. There shall be no 
abnormal play between the spring bar pin and 



8 WORKMANSHIP AND FINISH 

All the sharp edges and corners shall be ground 
and polished to have a smooth finish. The finish 
of the strap shall be as agreed between the 
manufacturer and the customer. 

8.1 All the straps shall be thoroughly and 
properly cleaned to ensure that these are totally 
free from buffing and polishing compounds. 

9 PACKING 

Each strap shall be put in a polythene cover and 
such of those straps having the same catch width 
and same design shall be packed in a cardboard 
box in 100 nos. 

10 MARKING 

Clasp assembly shall be marked legibly and 
indelibly with the source of manufacture or his 
registered radc-mark. 

Each cardboard box shall be indicated with catch 
width, design and the quantity of straps. 

10.1 Standard Mark 

Details available with the Bureau of Indian 
Standards. 



CLASP 




STRAP 



Fig. 2 Clasp Assembly 
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CLASP 



LOCK 




SINGLE LOCK ARRANGtMEHT 



LOCK 



LOCK 




double lock arrangement 
Fig. 3 Sliding Clasp 
JIRAP 

CUSP 



Fig. 4 Fixfd Clasp 

3 
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Standard Mark 

The use of the Standard Mark is governed by the provisions of the flwr^aw o/ /m^/an 
Standards Act, 1986 and the Rules and Regulations made thereunder. The Standard Mark on 
products covered by an Indian Standard conveys the assurance that they have been produced 
to comply with the requirements of that standard under a well defined system of inspection, 
testing and quality control which is devised and supervised by BIS and operated by the 
producer. Standard marked products are also continuously checked by BIS for conformity 
to that standard as a further safeguard. Details of conditions under which a licence for the 
use of the Standard Mark may be granted to manufacturers or producers may be obtained 
from the Bureau of Indian Standards. 



Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote 
harmonious development of the activities of standardization, marking and quality certification of goods 
and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced in 
any form without the prior permission in writing of BIS. This does not preclude the free use, in the 
course of implementing the standard, of necessary details, such as symbols and sizes, type or grade 
designations. Enquiries relating to copyright be addressed to the Director ( Publications ), BIS. 

Review of Indian Standards 

Amendments are issued to standards as the need arises on the basis of comments. Standards are also 
reviewed periodically; a standard along with amendments is reaffirmed when such review indicates that no 
changes are needed; if the review indicates that changes are needed, it is taken up for revision. Users of 
Indian Standards should ascertain that they are in possession of the latest amendments or edition by 
referring to the latest issue of 'BIS Handbook' and 'Standards Monthly Additions'. Comments on this 
Indian Standard may be sent to BIS giving the following reference: 

DoctNo. LM23 (5033) 

Amendments Issued Since Publication 

Amend No. Date of Issue Text Affected 
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